
Fully Automatic Springs Pouch Packing Machine

Springs Packing Machine Advantage:

 1
 PLC control with stable,reliable biaxial high accurancy output and colorful
touch screen,bag making,measuring,filling,printing,cutting,finished in one
operation.

 2  Separate circuit boxes for pneumatic control and power control,noise is low
and the circuit is more stable.

 3
 Film pulling with servo motor double belt,less pulling resistance,bag is
formed in good shape with better apprearance,belt is resistant to be worn-
out.



 4  Double servo control,high precise orientation,size more accuracy.

 5  External film releasing mechanism,more simple and easier installation for
package film.

 6  Adjustment of bag deviation just need to be control by the touch
screen,operation is very simple.

 7  All core spare parts sealed mechanism,to avoid the dust into inside of
machine.

Springs Pouch Packing Machine Technical Specifications:
 Model  DS-820AZ
 Bag Length  100-400mm



 Bag Width  180-400mm
 Film Width  max.820mm
 Packing Speed  5-30bags/min
 Measurement range  Max.6000ml
 Air Consumption  0.65Mpa
 Gas Consumption  0.4m³/min
 Voltage  220V,50Hz
 Power  5kw

Combination Multihead Weigher Specifications:





Application:

Suitable for QQ sugar,cotton candy,vegetables,screws and other viscous,more
difficult to control,poor mobility of materials such quantitive weighing.

Package and Shipping

Packing:
Firstly cleaning,divided into different parts,then wrapping into plastic film;
Finally packed by plywood case。

Shipment:



By Air, by Sea or by Express (DHL,Fedex etc)
Shipment cost will depend on the destination, shipment way and the weight of
the goods.
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